


Application Number (08 0151

Proposed Project The construction and operation of diesel storage and refuelling facilities at
West Cliff Colliery.

Location Approximately 4km south of Appin

Proponent BHP Billiton Hawarra Coal Holdings Pty Ltd

Date of Issue 30 July 2008

General Requirements | The Environmental Assessment of the project must include:

» adetailed description of the project, including the need for the facility, and
plans of the proposed layout of the facility including separation distances
from the vehicle hardstand to the fuel storage area;

* adetailed assessment of the key issues specified below, which includes:
- a description of the existing environment;

- an assessment of the potential impacts of the project, taking into
consideration any relevant policies, guidelines, and statutory provisions;
and

- a description of the measures that would be implemented to avoid,
minimise, mitigate, rehabilitate/remediate, monitor and/for offset the
potential impacts of the project;

a general assessment of any other potential impacts of the project;

a statement of commitments, outlining all the proposed environmental

management and maonitoring measures;

s aconclusion justifying the proposal, taking into consideration whether it is
consistent with the objects of the Environmental Planning & assessment
Act 1879; and

s 3 signed statement from the author of the Environmental Assessment,
certifying that the information contained within the document is neither
false nor misleading.

Key Issues » Design — demonstrate that the project would comply with AS71940-2004:
The Storage and Handling of Flammable and Combustible Liquids;

e Traffic - concentrating on the traffic safety of the proposed site access
arrangements;

» Soil & Water — including the proposed erosion and sediment controls
during construction, and stormwater and spill management during
operation;

¢ Air Quality — demonstrate that all reasonable and feasible measures
have been incorporated into the design of the facility to capture the
potential vapour emissions of the facility;

+ Flora & Fauna - avoid significant impacts on any threatened species,
populations or ecological communities; minimise vegetation clearing; and
describe the measures that would be implemented to rehabilitate site
back to its current status upon the comptetion of mining; and

¢ Hazards.
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Consultation Puring the preparation of the Environmental Assessment, you should consult
with relevant local, State or Commonwealth Government authorities, service
providers, community groups cor affected landowners.

Deemed refusal 30 days
period
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NEW ROADS - CEMENT STABILISED ROAD BASE WEST CLIFF MINE
PROPOSED DIESEL FUEL DEPOT

| NEW REINFORCED CONCRETE SLABS GENERAL ARRANGEMENT
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AS1940-2004 CERTIFICATION
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TRANSTANK

ABN 76 094 864 963

6 Translink Drive
Keilor Park VIC 3042
AUSTRALIA

Ph: +613 8331 0423
Fax: +613 8331 0499

CERTIFICATE OF COMPLIANCE - DESIGN

To:
Whom it may concern

From:

Transtank Pty Ltd

6 Translink Drive
Keilor Park Vic 3042

Iltem:
Self bunded fuel storage tanks

Flammable and combustible liquid tanks nominal capacities of: 2250 litres (T2.25)
4500 litres (T4.5)
10,000 litres (T10)
12,000 litres (T12)
20,000 litres (T20)
30,000 litres (T30)
55,000 litres (T55)

Combustible liquid nominal capacities of: 68,000 litres (T68)
80,000 litres (T80)
90,000 litres (T90)
105,000 litres (T105)
110,000 litres (T110)

| have examined the design and | certify that the tanks and the installation of the incorporated 375 litre day
tank arrangement have been constructed in accordance with the relevant codes as detailed below.

Design Documents.
Australian Standards:- AS1940 (part 5.9 and 5.14) The storage and handling of
flammable and combustible liquids.

AS1692, Tanks for flammable and combustible
liquids.

| also note that this tank design has passed all tests required for acceptance by UL and ULC
All tanks are pressure tested before they leave the factory.
Signed

Phil Kemm
(member AIDGC)

................................................................. Date: 19.02.2008





